
DATOVÝ LIST - CU-BAR-1140/T

Sběrnice, V, cu, 1140mm², pocínovaná, 2,40 m

Typ  CU-BAR-1140/T
Catalog No.  107168
 
 

Dodavatelský program
Sortiment     185mm systém

Základní funkce     Systém pro profilové sběrnice

Dílčí sortiment     Profilové sběrnice
Sběrnice s trojitým T-profilem E-CU

Materiál     Měď, pocínovaná

Cross-section   mm2 1140

Délka   mm 2400

Jmenovitý proud Ie a 2500

Cu factor   kg 24,36

Použitelné pro     For carrier BBS-3/FL-185, KSX-3….

Poznámky

For busbar temperature 87.5 °C and ambient air temperature 35 °C.

Technická data
Všeobecně
Normy a ustanovení     EN 13061, UL 508

Kontakty
Rated uninterrupted current     With temperature deviations, DIN 43671 stipulates that a correction factor k2 must

be taken into account

Jmenovitý nepřerušovaný proud Iu A  

Tu = 35 °C a Ts = 65 °C      

1140 mm2 Iu CSA 2500

Elektrické údaje
Jmenovitý proud Ie a 2500

Materiál
Materiál     Měď, pocínovaná

Poznámky
For rated uninterrupted current Iu of the conductors the following applies: With deviating temperatures, correction factor k2 must be considered in accordance with DIN 43671

The following applies for distance between busbar supports: with other distances between busbar supports, refer to the short-circuit rating diagram.
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