
S

POWER SUPPLY UP TO 1000 V
SURGE ARRESTER

HLSA12,5-*/3+1 IT 

IEC EN 61643-11
IEC EN 62305

Technical data

HLSA12,5-*/3+1 S IT

TYPE 1+2
CLASS I+II
LPZ 0      1  and higher 
Systems: IT
IP20

* U  = 275, 440, 600 VC

J  -40 °C ÷ +70 °C    

Mounting on DIN rail 35 mm
   max. 160 A gL/gG

S – remote monitoring

I   12,5 kAimp

I  50 kAmax

PH2

3 Nm

clear-ok

Optical function signalization

click

Double-sided 
installation

red-fault

Back-up fuse application

2max. 1 mm

AC: 250 V/ 1,5 A

DC: 250 V/ 0,1 A
       125 V/ 0,2 A
         75 V/ 0,5 A

Remote monitoring

replace

Remote monitoring

ok failure
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EN Safety instructions

VN� Chỉ dẫn an toàn

DE Sicherheitshinweise

ES Instrucciones de seguridad
FR Consignes de sécurité

CZ Bezpečnostní pokyny

PL Instrukcja bezpieczeństwa
SK Bezpečnostné pokyny

RU Меры безопасности

PRC 安全須知

F1

F2

F1 ≤ 160 A gL/gG → F2
F1 > 160 A gL/gG → F2 = 160 A gL/gG

21,5 ÷ 16 mm

10 mm

Clamping
range

!
2

16 mm Cu > 15,5 mm

10 mm

2
1,5 ÷ 25 mm

min.

T1

HD 60364-5-534:2016
2

L, N      6 mm
2

PEN   16 mm

DIN 35 mm

S

3 Nm

PH2

DIN 35 mm
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No. of modules

17,5
U  C

No. of 
modules
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Use GIGATEST pro
(Art. No. 70 002)




